Mounting Style Series RW [Threaded & Welded]

About Series RW:

RW series compact hydraulic cylinders manufactured by RAX Hydraulics are of welded, threaded & non-cushioned type.
These are highly cost-effective and suitable for a variety of applications. Shipping usually takes 2-3 business days.

e Max Working Pressure : Up to 250 bar
e Standard Bores :40/50/63/80/100 mm

e Standard Strokes : 50 mm to 1000 mm

Type - RW1
[Both End Pin]

Type - RW2 Type - RW3
[Both End Pin] [Cap End Male Clevis; Rod End Threaded]

Type - RW4 Type - RW5
[Cap End Pin; Rod End Thru Hole] [Front Circular Flange; Rod End Threaded]

Type - RW6 Type - RW7
[Rear Circular Flange; Rod End Threaded] [Both End Foot Mounted]
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Type RW1 [Both End Pin] Series RW [Threaded & Welded]

Features Technical Details
% Threaded & Welded Type Available Bore Sizes ?40/@50/063/@80/@100
< Cost Effective Maximum Working Pressure 240 bar
* Short Lead Time Hydraulic Oil Mineral Oil (HL / HLP)
« Low Maintenance
. . Materials of Construction CDS Tube Grade ST52 / C45 / En8
% Double Acting Cylinder
Temperature Range -10 to +90°C
L1+ STROKE
Port (2Nos.) -G
@Dl R o @01 ol
I I I I I I
@02 @D2 L3
Installation Dimensions & Specifications :
Max. Load Carrying Capacity ® .
(metric ton) enuine
R e L1 L2 L3 L4 D1 D2 (BC:P) e Seal Kit
’ ’ Part No.
Push Pull
40 25 202 24 40 55 45 25 3/8" 3.0 1.8 RX1601-Z
50 30 Al 24 45 70 50 30 1/2" 4.7 3.0 RX1602-Z
63 40 229 32 60 80 50 30 1/2" 7.5 4.5 RX1603-Z
80 45 235 32 60 100 50 30 1/2" 12.1 8.2 RX1604-Z
100 56 268 36 80 120 60 40 3/4" 18.9 13.0 RX1605-Z

* Stroke Tolerance : = 1.5mm [for strokes 50 to 400 mm] & +2.0mm [for strokes 401 to 71000 mm]
* Higher bore sizes and /or longer strokes are available upon request.
* All dimensions are in mm unless otherwise specified.

* Single Acting Option available.

Ordering Instructions for RW1 Compact Cylinder :

rwr = JL JU -0 JLJCJLY

MODEL No. CYLINDER BORE (mm) STROKE (mm)
Both End Pin Standard Bores available : Standard Strokes available :
040 /050 /063 /080 /100 50 mm to 1000 mm (in 5 mm increments )

Example: For a cylinder of Bore @ 63mm & Stroke 900 mm the order code shallbe: RW1-063-0900
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Type RW2 [Both End Pin]

Features

% Threaded & Welded Type
% Cost Effective

% Short Lead Time

% Low Maintenance

% Double Acting Cylinder

@D1

Series RW [Threaded & Welded]

Technical Details

Available Bore Sizes @40/050/063/@80/@100
Maximum Working Pressure 240 bar

Hydraulic il Mineral Qil (HL / HLP)

Materials of Construction CDS Tube Grade ST52 / C45 / En8
Temperature Range -10 to +90°C

L1+ STROKE

I

/—Port (2Nos) -
|

—@D1

B

Wi

@D2

L5

L2

Installation Dimensions & Specifications :

Max. L.oad Carr.ying Capac- Genuine
BoRe oy L1 L2 L3 L4 L5 6 D1 D2 (pr) I EEY Seal Kit
Push Pull Part No.
40 25 228 48 35 40 77 27 25 45 3/8” 3.0 1.8 RX1601-Z
50 30 246 51 40 50 91 30 30 50 1/2" 4.7 3.0 RX1602-Z
63 40 263 59 50 65 95 35 30 50 1/2" 7.5 4.5 RX1603-Z
80 45 274 64 55 84 95 35 36 60 1/2" 12.1 8.2 RX1604-Z
100 56 317 68 66 104 125 45 40 60 3/4" 18.9 13.0 RX1605-Z
* Stroke Tolerance : = 1.5mm [for strokes 50 to 400 mm] & +2.0mm [for strokes 401 to 71000 mm]
* Higher bore sizes and /or longer strokes are available upon request.
* All dimensions are in mm unless otherwise specified.
* Single Acting Option available.
Ordering Instructions for RW1 Compact Cylinder :
rw2—-_JJU]-0JL I
MODEL No. CYLINDER BORE (mm) STROKE (mm)
Both End Pin Standard Bores available : Standard Strokes available :
040 /050 /063 /080 /100 50 mm to 1000 mm (in 5 mm increments )

Example: For a cylinder of Bore @ 63mm & Stroke 900 mm the order code shallbe: RW2-063-0900
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Type RW3 [Cap End Male Clevis; Rod End Threaded] Series RW [Threaded & Welded]

Features Technical Details
% Threaded & Welded Type Available Bore Sizes ?40/@50/063/@80/@100
< Cost Effective Maximum Working Pressure 240 bar
* Short Lead Time Hydraulic Oil Mineral Qil (HL / HLP)
« Low Maintenance
. . Materials of Construction CDS Tube Grade ST52 / C45 / En8
% Double Acting Cylinder
Temperature Range -10 to +90°C
L1+STROKE

Port (2Nos) -G

Ly i

kK

-—LAJ ~l2-w=— 3>

Installation Dimensions & Specifications :

o] ey e 1

Max. L_oad Canfying Capac- Rrrts
BORE ROD 1 12 13 WU 15 16 KK D1 6 ) G Te Seal Kit
DIA. DIA. (BSP) Part No
Push Pull :
40 25 220 24 24 39 38 22 M20 x 1.5 22 3/8" 3.0 1.8 RX1601-Z
50 30 230 24 24 45 50 25 M24 x 2.0 25 /2" 4.7 3.0 RX1602-Z
63 40 276 32 47 50 60 30 M33 x 2.0 30 /2" 7.5 4.5 RX1603-Z
80 45 289 32 47 57 74 30 M33 x 2.0 30 /2" 12.1 8.2 RX1604-Z
100 56 333 36 58 67 84 40 M42 x 2.0 40 3/4" 18.9 13.0 RX1605-Z

* Stroke Tolerance : = 1.5mm [for strokes 50 to 400 mm] & +2.0mm [for strokes 401 to 71000 mm]
* Higher bore sizes and /or longer strokes are available upon request.

* All dimensions are in mm unless otherwise specified.

* Single Acting Option available.

Ordering Instructions for RW1 Compact Cylinder :

rRw3 — L) -LJLILIL]

MODEL No. CYLINDER BORE (mm) STROKE (mm)
Cap End Male Clevis Standard Bores available : Standard Strokes available :
Rod End Threaded 040 /050 /063 /080 /100 50 mm to 1000 mm (in 5 mm increments )

Example: For a cylinder of Bore @ 63mm & Stroke 900 mm the order code shallbe: RW3-063-0900
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Type RW4 [Cap End Pin; Rod End Thru Hole] Series RW [Threaded & Welded]

Features Technical Details
% Threaded & Welded Type Available Bore Sizes ?40/@50/063/@80/@100
< Cost Effective Maximum Working Pressure 240 bar
* Short Lead Time Hydraulic Oil Mineral Qil (HL / HLP)
« Low Maintenance

. . Materials of Construction CDS Tube Grade ST52 / C45 / En8
% Double Acting Cylinder

Temperature Range -10 to +90°C

L1+STROKE

Port (2Nos.) - G

g |
Il _ e 3

;2503/

L2——— f L4 1

@D2

Installation Dimensions & Specifications :

Max. Load Carrying Capacity Genuine

SoRE ° 11 L2 13 L4 D1 D2 D3 (B?P) (metric ton) Seal Kit

Push Pull [P e
40 25 200 65 20 55 45 25 12 3/8" 3.0 18 RX1601-Z
50 30 208 70 24 70 50 30 16 1/2" 47 3.0 RX1602-Z
63 40 224 82 30 80 50 30 25 1/2" 75 45 RX1603-Z
80 45 231 85 32 100 50 30 30 1/2" 121 8.2 RX1604-Z
100 56 267 100 35 120 60 40 35 3/ 18.9 13.0 RX1605-Z

* Stroke Tolerance : = 1.5mm [for strokes 50 to 400 mm] & +2.0mm [for strokes 401 to 71000 mm]
* Higher bore sizes and /or longer strokes are available upon request.

* All dimensions are in mm unless otherwise specified.

* Single Acting Option available.

Ordering Instructions for RW1 Compact Cylinder :

rRws — L) - LI

MODEL No. CYLINDER BORE (mm) STROKE (mm)
Cap End Pin Standard Bores available : Standard Strokes available :
Rod End Thru Hole 040 /050 /063 /080 /100 50 mm to 1000 mm (in 5 mm increments )

Example: For a cylinder of Bore @ 63mm & Stroke 900 mm the order code shallbe: RW4-063-0900

Dimensions & specifications may change without prior notice 67 Visit us on www.rax.co.in



Type RWS5 [Front Circular Flange; Rod End Threaded]

Features

% Threaded & Welded Type
% Cost Effective

«» Short Lead Time

« Low Maintenance

% Double Acting Cylinder

L1+STROKE

Port (2Nos) -G

A

Installation Dimensions & Specifications :

Series RW [Threaded & Welded]

Technical Details

Available Bore Sizes

?40/@50/063/@80/@100

Maximum Working Pressure

240 bar

Hydraulic Oil

Mineral Oil (HL / HLP)

Materials of Construction

CDS Tube Grade ST52 / C45 / En8

o | 2t [ 3 —

Temperature Range

@01

-10 to +90°C

@D2

THRUHOLES
8Nos.

Max. Load Carrying Capacity

. Genuine
BORE  ROD | 14 12 13 14 5 KK pL D2 D3 D4 G (metric ton) Seal Kit
DIA. DIA. (BSP) Part No
Push Pull -
40 25 | 123 24 24 12 10 M0xi5 18 9 87 50  3/8" 3.0 18 RX1601-Z
50 30 | 127 24 24 12 10 M2x20 123 N 98 63 12 47 3.0 RX1602-2
63 40 | 135 32 47 6 12 M33x20 13 13 M0 75 12 75 L5 RX1603-Z
80 45 | 19 32 47 2,1 14 M33x20 165 13 40 9% 12 121 8.2 RX1604-2
100 56 | 158 36 58 23 14 M42x20 195 17 160 T4 34 18.9 13.0 RX1605-2

* Stroke Tolerance : = 1.5mm [for strokes 50 to 400 mm] & +2.0mm [for strokes 401 to 71000 mm]
* Higher bore sizes and /or longer strokes are available upon request.

* All dimensions are in mm unless otherwise specified.
* Single Acting Option available.

Ordering Instructions for RW1 Compact Cylinder :

) =L

RWS5

- L

JL

J L

MODEL No.
Front Circular
Flange

Rod End Threaded

CYLINDER BORE (mm)

Standard Bores available :
040 /050 /063 /080 /100

JLI

JL

J

STROKE (mm)

Standard Strokes available :

50 mm to 1000 mm ( in 5 mm increments )

Example: For a cylinder of Bore @ 63mm & Stroke 900 mm the order code shallbe: RW5-063-0900
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Type RW6 [Rear Circular Flange; Rod End Threaded] Series RW [Threaded & Welded]

Features Technical Details
% Threaded & Welded Type Available Bore Sizes ?40/@50/063/@80/@100
< Cost Effective Maximum Working Pressure 240 bar
* Short Lead Time Hydraulic Oil Mineral Qil (HL / HLP)
« Low Maintenance
. . Materials of Construction CDS Tube Grade ST52 / C45 / En8
% Double Acting Cylinder
Temperature Range -10 to +90°C
L1+ STROKE
L4 Port (2Nos) -G @D1— D2

H i @03 At

|| e |2t [ 3—»

THRU HOLES
4Nos.

@ D4

*Note: This design is suitable only for pushing applications.

Installation Dimensions & Specifications :

Max. Load Carrying

Capacity Genuine

o oy L1 L2 L3 L4 KK pp. b2 b3 bpa © (metric ton) Seal Kit

: : (e Part No.

Push

40 25 145 24 24 12 M20 x 1.5 108 9 87 50 3/8" 3.0 RX1601-Z
50 30 149 24 24 12 M24 x 2.0 123 n 98 63 1/2" 47 RX1602-Z
63 40 163 32 47 16 M33 x 2.0 136 13 110 75 1/2" 7.5 RX1603-Z
80 45 174 32 47 21 M33 x 2.0 165 13 140 94 1/2" 12.1 RX1604-Z
100 56 195 36 58 23 M42 x 2.0 195 17 160 N4 3/4" 18.9 RX1605-2

* Stroke Tolerance : = 1.5mm [for strokes 50 to 400 mm] & +2.0mm [for strokes 401 to 71000 mm]
* Higher bore sizes and /or longer strokes are available upon request.

* All dimensions are in mm unless otherwise specified.

* Single Acting Option available.

Ordering Instructions for RW1 Compact Cylinder :

Rwe — JL L) -LJLILIL]

MODEL No. CYLINDER BORE (mm) STROKE (mm)
Rear Circular Flange Standard Bores available : Standard Strokes available :
Rod End Threaded 040 /050 /063 /080 /100 50 mm to 1000 mm (in 5 mm increments )

Example: For a cylinder of Bore @ 63mm & Stroke 900 mm the order code shallbe: RW6-063-0900
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Type RW?7 [Both End Foot Mounted] Series RW [Threaded & Welded]

Features Technical Details
% Threaded & Welded Type Available Bore Sizes ?40/@50/063/@80/@100
< Cost Effective Maximum Working Pressure 240 bar
* Short Lead Time Hydraulic Oil Mineral Qil (HL / HLP)
« Low Maintenance
. . Materials of Construction CDS Tube Grade ST52 / C45 / En8
% Double Acting Cylinder
Temperature Range -10 to +90°C
L1+ STROKE L8
L7

Port (2Nos) -G

'
i !
_____ '
. i |
L | | | | l
| | | |
L L4 + STROKE L2 13— THRUHOLES
Installation Dimensions & Specifications :
Max. Load Carrying Capacity .
. Genuine
BORELOM® 11 12 13 14 15 16 L7 18 KK D (pr) (metric ton) Seal Kit
Push Pull Ratiic;
40 25 133 8 24 3% 20 35 72 100 M20x15 13  3/8" 30 18 RX1601-Z
50 30 137 82 24 34 20 40 90 120 M24x20 13 12 47 3.0 RX1602-Z
63 40 W7 95 47 34 20 46 109 150  M33x20 17 1/2" 75 45 RX1603-Z
80 45 153 99 47 36 25 58 123 164 M33x20 17 1/2" 121 8.2 RX1604-Z
100 56 72 N4 58 39 25 68 145 190  M42x20 21 3/4" 18.9 13.0 RX1605-Z

* Stroke Tolerance : = 1.5mm [for strokes 50 to 400 mm] & +2.0mm [for strokes 401 to 71000 mm]
* Higher bore sizes and /or longer strokes are available upon request.

* All dimensions are in mm unless otherwise specified.

* Single Acting Option available.

Ordering Instructions for RW1 Compact Cylinder :

rRw? — JLJUL)-LJLILIL]

MODEL No. CYLINDER BORE (mm) STROKE (mm)

Both End Foot Standard Bores available : Standard Strokes available :
Mounted 040 /050 /063 /080 /100 50 mm to 1000 mm (in 5 mm increments )

Example: For a cylinder of Bore @ 63mm & Stroke 900 mm the order code shallbe: RW7-063-0900

Dimensions & specifications may change without prior notice 70 Visit us on www.rax.co.in



